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THE DEVELOPMENT OF HELIOGRAPHY, AS A BRANCH OF ART-INDUSTRY. 


By Lupwice Prau. 


It is scarcely necessary to dwell upon the importance 


ofa discovery which has opened up so many novel and | rent methods in which the new discovery is applied. The 


rich resources not only for pictorial illustration but for 
many other branches of Art-Industry. Recent as is the 
late of its origin, Photography has made its way into 
the lowest strata of society, and Heliography will en- 
age its influence in a still more important degree, 


lestined as it is to become, by the universal diffusion of 


pictures, a great auxiliary to education and a powerful 
evel of progress. 

Under the name of Heliography is to be understood 
wpecially the art of multiplying the photographic image, 
uot, as of late, by the light of the sun assisted by nitrate 
silver, but by means of the printing press and printing 
ik like a copperplate, a lithograph or a wood-cut. 

ie advantages of such a process are obvious. Formerly 


tblematical, while on the contrary, the carbon, which 
the coloring matter of the printing ink is the only 
igment the durability of which is beyond all doubt. 


| 
| 
| 


which this transformation is effected produces the diffe- 


negative forms the basis of Heliography, but instead of 


a positive impression being produced on a paper im- 
_ pregnated with nitrate of silver, it is laid upon a plate 


provided with a photogenic layer, which after receiving 
the impact of light, and being subjected to further neces- 
sary operations, acts as a printing plate, and produces 
impressions with the aid of color and press. 

Two substances especially have come into use for the 


_ production of this sensitive film, asphalte and chrome- 


ides which, the multiplication of copies by light will | 


ays be an operation too delicate and expensive to 
isty the requirements of commerce, as is evident from 
ig prices which are maintained for good photo- 
bs, notwithstanding all the progress which has been 
in the art. Hence, Heliography, by its easy, cheap 
Seely multiplying process, brings with it all the 
sof the ordinary printing press, and may also 
wpe to impressions on enamel, works of ceramic 
and panellings. 
= is of course necessary that, in Heliography, the 


aphic negative should be transformed into a plate 
ihn an im 


Th Workshop, 


gelatine. The asphalte or bitumen is dissolved in a 
volatile oil, but loses its solubility by the operation of 
light. It is the same with the chrome-gelatine and water. 
Heliography profits by this peculiarity of the two sub- 


_ stances by subjecting the plate of metal or glass, pre- 
he durability of the silvered impression was somewhat | 


viously coated with a preparation of asphalte or chrome- 
gelatine, under the negative to the contact of the 
light, and makes use of the partial insolubility which 
results from this, to produce a drawing which may be 
printed off. 

Since the Paris exhibition of 1855, in which there 
were already several admirable specimens of Heliography, 
the art has made immense progress, and the number of 
those who in 1867 exhibited a series of pictures by the 
printing process was proportionally important, twenty 
two receiving prizes. Davanne’s official report upon 
Photography closes with the remark that the exhibition 
of 1867 was especially remarkable for the attempts to 
put an end to the use of the salts of gold and silver, 
and to employ printing ink for the production of sun 
pictures; a process to which Photography will certainly 


pression can be taken, and the way in | adhere for the future. 
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ln order to form a just appreciation of the pro- 
ductions of Heliography we must first of all gain a clear 
perception of the difficulties it had to overcome. An 
ordinary Photograph, produced by means of nitrate of 
silver resembles a most delicate indian ink drawing, for 
as the negative from which the impression is taken con- 
sists of a more or less transparent collodium film, the 
light which passes through can produce a darker or 
lighter shading in tints which blend into one another, 
but not one consisting of lines or strokes which is neces- 
sary for the printing process. The engraving, which has 
nothing but the white of the paper and the black of the 
printing ink at its disposition, must mark the gradations 
of tint by some kind of hatching or dotting, or else 
there would be nothing but black blots on a white ground, 
However delicate the tints may be which an engraving 
has to exhibit, they consist exclusively of black and 
white points lying in close juxta position. 
by itself, the blending of the tints could have been just 


Considered 


as well produced by different thicknesses of color in a 


printed picture, as in an indian ink drawing, but that’ 


_the mechanical operation of laying on the color results 
in a uniform tint of the whole. In lithography and typo- 
graphy, where the coloring is applied by a cylindrical 
roller, no graduated shading is possible; the copperplate 
engraver, on the contrary who lays on his color with a 
ball and afterwards wipes it off with a rag or his hand, 
so that the black only remains in the cavities, can al- 
ways produce blended tints, and according as he leaves 
more or less color, can give to the shadows a greater 
or less intensity. Still it was impossible to found an 
engraving process on the art of printing and to look 
exclusively for the shading to the different depths of the 
incised lineaments. For even the most skilful printer would 
not be able to leave in every place the exact quantity 
of color which the tint required, and besides the ink 
itself would not adhere to the cavities, especially on a 
plate where the shading does not consist of single lines, 
unless protected from the cleansing rag by the grains 
Or if the color is to 
be preserved, a portion will remain which in the print 
will be changed into a blot which cannot be dried. 
There must be grains, and here we arrive at the 


resulting from counter hatching. 


tedious and gradually conquered difficulties of Helio- | 


graphy, the production of these interrupted tints, by a 
sort of hatching or dotting process which the drawing 
pencil, the etching needle, the scraper and the graver 
effect of themselves; mezzo-tinto and aquatinta by a 
mechanically produced grain, and lithography by the 
natural texture of the stone, but which Heliography has 
to produce by photogenic means. It must in a certain 
measure change the tinted drawing of the camera obscura 
into one hatched or scored with the graver. Hence it 
is in the reproduction of etchings and drawings that it 
celebrated its earliest and most perfect triumphs, for 
here, where the half-tones are in white and black, every 
change is spared, and two absolute tints only have to 
be dealt with. 


The manner in which Heliography effectuates the 





preservation of the half-tones by the granulation of jts 
metallic plate constitutes for the most part the peculig- 
rity and the merit of the different methods of procedure 
For the difficulties of all the methods would be e 


, : asily 
overcome, if there were but one uniform grain on the 
whole plate as in lithography and aquatinta where the 


work of the hand produces the graduated shades, But 
in Heliography where the picture is produced by light, 
the grain must be of thicker or thinner structure in order 
to exhibit the shades in their proper force, and to change 
the imperceptible transitions of the forms into a drawing 
capable of being printed off. 

It is easy to perceive that the granulated textuy 
of the negative would give the easiest solution of th 
task. If a collodium could be produced, which unde 
the influence of a corresponding liquid would coagulate, 
and more or less so according to the degree of light, 
the picture on the heliographic coat would of itself come 
out in its proper form. But this has hitherto baffled 
every effort, and therefore it’ has been attempted to 
granulate in a mechanical manner the collodium film. 
or by the interposition of a hatched or scored plate of 
glass before the camera to cover the negative with a 
light reticulation by means of a double impression. But 
the first method can only be employed for the repro- 
duction of very rough and bold sketches in particula 
cases, and the second savours of the mechanical mouo- 
tony of machine-made hatching. Another resource is the 
laying on a granulated substance on the heliographic 
layer after the light has been thrown upon it, as in 
aquatinta. This however could only be successful when 
the grain adhered in greater or less quantity in pro- 
portion to the operation of the light and thus produced 
a thicker or thinner structure. A third method consists 
of the application of certain substances whose chemical 
reaction under the infiuence of light develops a granu- 
lated drawing on the layer of gelatine. This indeed gives 
the best result, as the different impacts of the light re- 
quired by the picture produce of themselves a gradation 
of granulation. The means of producing this remains 
however for the present a secret known but to a few 
heliographers. But at last two methods of printing have 
been successful which render the grain superfluous; the 
one employing gelatine color instead of ink, while the 
other from great difficulties in the printing is not ver 
practicable for the reproduction of natural subjects. 

Generally speaking, the different heliographic me 
thods may be divided into three groups according as the 
plate is prepared by an etching process, by reaction or 
by casting. In the first case the sensitive film replaces 
the etching-ground, the impact of light the engraver, 
and the acid operates as in the engraving. In the se- 
cond, the printing is not a purely mechanical process, 
but the result of a physico-chemical reaction between 
two materials as in lithography; the third process 
specifically heliographic and consists in the casting o! the 
relieved picture which the chrome-gelatine produces by the 
dissolution or the swelling of those parts which the light 
does not reach. A consideration of these several methods, 


gr 








which we purpose to illustrate in a second article, will 
pring out more exact details. The several groups have, 
each in their own way, produced satisfactory specimens, 
though they take two different directions. The first part 
attempts to approach the copperplate engraving, and to 
do away as far as possible with the mechanic of the 
optical process, to which category belong the copper- 
press and especially the etching; the second leaves the 
phote 


graphic picture in all its peculiarities but facili- | 


tating and multiplying its reproductions solely by the | 


help of the press, as in the casting process and especially 
in the printing with gelatine color. The reaction process 
holds a middle place between these two. It would be 
premature to pronounce any judgement on the future of 
these several methods; probably some practical appli- 
cation will make its way out of each of these groups, 
as they all present some good features. The greatest 
lifficulties seem to stand in the way of the etching pro- 
cess which has the highest artistic aim; and if litho- 
wraphy, by its physico-chemical affinity lends itself most 
readily to heliographic purposes, it is not, on the other 
hand to be-overlooked that -casting as a special photo- 
graphic process, by its durability and the variety of its 
application, offers no small advantage. 

On the whole, Heliography has. until now occupied 
itself especially with copperplate engraving and neglected 
typography. If, however, impressions are to be produced 
from natural subjects it must before all make use of 
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that method of printing which offers the greatest re- 
sources. The printing-press is but little adapted for 
producing tinted pictures and is moreover exposed to the 
above mentioned difficulties. Still several heliographers 
have produced some extremely good typographical speci- 
mens from nature, but these proofs of heliographic appli- 
cability have not yet succeeded in obtaining any con- 
siderable industrial value. In many cases, where an 
authentic copy and not a graphical representation is the 
chief desideratum, typography, will certainly derive many 
advantages from the heliographie subjects from nature ; 
but whether it can satisfy the swsthetic requirements in 
this department, with its liability to fill up the delicately 
grained cavities, is another question, but not a very diffi- 
cult one. For the rest, Heliography cannot be expected 
to adapt itself to all kinds of printing, but only such 
as may correspond to its proper task. The principal 
point also for typography is not the copying nature, but 
the reproduction of drawings. But this problem may be 
considered as solved by the specimens from several studios, 
and if the trade has not yet in great measure profited 
by this method of economising wood-cuts, the fault lies 
partly in the reluctance to leave the beaten path, but 
principally in that secrecy and monopoly which always 
circumvent themselves, for it is only by publicity and the 
force of intercourse that the best inventions succeed in 
realising their vitality. 


(The conclusion in our next.) 


SPECIMENS OF ORNAMENTATION. 
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Grecian. 








Honeysuckle Ornament in the Villa Albani, Rome. 
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Nos. 2 and 3. From Palermo. Painted Ceiling in the Palatine Chapel. 
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No. 4. Surface Ornament or Textile Fabrics. Mr. G. Boetticher, Dresden. 
No. 5. Ornamental Pattern from Sepulchral Monument in Comburg Church. Beginning of seventeenth century. 
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Nos. 6 and 7. Decorative Console supporting String-Course. Style of Louis XV. 
No. 8. Design of Panel Ornament by Mr. Albert Jungermann, Berlin. 
No. 9. Engraved Ornament on Crystal Vase manufactured by Mr. H. Ullrich, Vienna. 
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Vv i 5 t nth centur y. R ral i ac. 
No 10 C »mmunion Cup in Sil er gilt in the National Museum , Munich. ve 
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~14. Casket in Stained Pear with Inlaid Work, containing Requisites for Smoking. Mr. Jos, Schulz, Archt., Prague. 
Central division for cigars, those of sides for pipes. 
Details Nos. 1—4 of Supplement. 
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No. 15. Design of a Cabinet by M. A. Goutes, Archt., Montpellier. 
For ground-plan see No. 6 of Supplement. 
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Nos. 18 and 19. Garden Pavilion; Front and Side Elevations. Prof. Albert Geul, Munich. 


The ¥ 

















Mr. W. Bogler, Archt., Wiesbaden. 
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Nos. 20—22. 
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9 orcelain Painting on Gold Ground, on Slab of small Pier-Table. by Mr. A. Seder, Director of the Art-Industry Society, Munich. 
Design of Pier-Table in one of our next Purts 
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ee No. 24. Ceiling Decoration for a Merchant’s Private Office. Mr. 0. Titz, Archt., Berlin. 
8 white with parcel-gilding, principal border framing the square compartments in colors similar to paper-hangings, ornamental 
pattern violet on light yellow ground, Mercury staff bronze. 
For Wall Decoration belonging to this Ceiling see No. 23, Part 14 of the Workshop. 
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No. 25. Bronze Cork-Screw. 
Mr. Hogg, Heilbronn. 


VARIOUS. 


Bricks from Coke and Lime. 


We are accustomed to both hearing and seeing new and im- 
proved machinery for brickmaking, but we are not accustomed to 
either hear of or see anything but the old material, clay, used 


for making bricks. Our German friends are ahead of us in this | 
| added, after which the heating is continued we 


line, as it appears they make bricks from coke, which are reported 
as being light and durable, and adapted for fence walling, and if 
they are as good as represented, they would do capitally for inside 
work and various other purposes where common bricks are used. 
The following is the description given by M. O. Wagner of making 
bricks with coke and lime. He employs from ten to twelve parts 
of coke as it comes from the retorts; and after breaking them up 
until no piece remains of more than 2 in. in any way, he then adds 
one part of fresh burnt lime, which is spread over the coke, and 
slaked with» water until all is moist. The whole is then passed 
through a pug mill, and afterwards left untouched for a day or 
two to allow of its becoming dry enough to pass through the brick 
making machine. The bricks when made are left to dry on boards 
for some days when the surfaces are dressed. He recommends the 
drying to be effected in warm weather in the shade. The bricks 
may be used within a week or a fortnight after they are made, 





and a wall built of them is said to become mo 


rm . 
-~6s0hd 


| On this system the thickness of the brick may be a 


inconvenience, and from 8 in. to 4 in. is a common thicknes 
bricks make a light and very dry wall, and : 
purposes. * “Builders T: 


Type-founding and Printing 


It is interesting, says “Nature”, to note thet 
panese are making in the art of printing, ete. hert, i 
only been acquainted with the Chinese mode of printi ncn 
graved wooden blocks. Lately, however, they have eng a the 
vices of an English gentleman, to set up for them an ¢ 
for type-founding, electrotyping and printing on the we ee y 
and to give them such instruction in these arts 
afterwards to carry on the business, — Type haating 
typing have now for the first time been introdueed i 


To remove Paint from Stone. 


Mr. 8. B. Burton in the Builder states that in i 
church he had to clean a pulpit and sedilia in which ¢ 
and tracery were almost filled up with successive co is of pai 
He found that 3 lb. of soda to a gallon of water, laid-on i 
common paintbrush answered the purpose admisably, 
paint in a short timé, so that it was easily removed 
scrubbing brush; eferweiils on adding a few ounces of 
the solution, it softened more readily than with: oid 
stone in both cases was a fine freestone, not unlike 
According to J. R. in the same, it will be found 
object can be placed in a solution of pearlash, or common po 
the paint softens in a few hours and must be carefully. ot 
off, and the object again placed in the solution if 
time and expense depend on the number of coats ve 
off; if the solution be applied hot so much the better. — 


Bronzing Copper Urns, 


The surface, first made thoroughly clean and bright, is 
with a thick coat of rouge and water; when dry, the ai 
placed in a clear hollow fire (say a chamber of bricks, red 
for a short time until the rouge has turned to the desired 
of color. Then the article is placed on a suitable & 4 
polished with a soft brush and rouge powder, and 
soft leather. The tinning and soldering are subsequent OF 


Elastic and Sweet Glue. 


Le. 
Good common glue is dissolved in water, on the W 

and the water evaporated down to a mass of thick 

which a quantity of glycerine, equal in weight to 


has been driven off, when the mass is poured out 

or on a marble slab. This mixture answers for stamp 
rollers, galvanoplastic copies, etc. The sweet glue, 10 
by moistening with the tongue, is made in the same) 


tuting, however, the same quantity of powdered 
glycerine. (Scientific 


Cement for Leather. 


A good water-proof cement or glue, for 
leather, may be made by dissolving fine shreds of 


| warm copal varnish. The material to be united 


clean, and be perfectly dry at the time of applying 
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